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• Cabinet body: Melamine-coated particle board with moisture proof core (P5). Edges in 1mm ABS
  Color: RAL 9010 Unlin color: 020 Structure: CST  

• Cabinet doors: Melamine-coated particle board with moisture proof core (P5). Edges in 2 mm ABS
  Color: RAL 9010 Unlin color: 020 Structure: CST

• Current technical standard: EN14322 Wood panel products.  

• Grab bars: Powder coated aluminum, Plastic details: PA6 (5302D R/L and 5302-30D R/L)

• Handles: Chrome-plated steel.

• Basket: Steel wire coated in polyester.(5302D R/L and 5302-30D R/L)

Products:

Material specification

5302D/R (right) / 5302D/L (left) 
Bano standard tall cabinet, white 400mm
5302-30D/R (right) / 5302-30D/L (left) 
Bano standard tall cabinet, white 300mm
 5303-34/R (right) / 5303-34/L (left) 
Bano tall cabinet with 2 doors, white 300mm
5303-44/R (right) / 5303-44/L (left) 
Bano tall cabinet with 2 doors, white 400mm

5304-34F/R (right) / 5304-34F/L (left) 
Bano special cabinet with door, white 300mm
5304-44F/R (right) / 5304-44F/L (left) 
Bano special cabinet with door, white 400mm

5304-34 Bano special cabinet without door, 
white 300mm
5304-44 Bano special cabinet without door, 
white 400mm
8300-W Bano horizontal cabinet, white
8341-R (right) 8341-L (left) 
Bano side cabinet with door, white

Bano cabinets / care & maintenance instructions

Maintenance instructions

The product is cleaned with regular household / institutions cleaners. Use a soft cloth or sponge with 
a mild detergent. Apply on the cabinet and wipe off with a damp cloth. Scouring powder and steel wool 
should not be used as it destroys the finish. Detergents containing alcohol and used in the pharmaceutical 
industry are OK. Detergent with very low PH may cause the surface to become matt.

Thank you for taking the time to read these instructions carefully – it is time well spent!


